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24" BOTTOM _ | 4:1 SIDE SLOPE MAX
I TO EXISTING GRADE
5 3/4"
MOUNTING
CIRCLE ARCHITECTURE
ENGINEERING
f POST TOP STAMPED AREA, FULL Delaware
BOTTOM VIEW ™ R WIDTH OF WALKING AREA 309 South Governors Avenue
o Dover, DE 19904
I ::J] l:: 302.734.7950
4" GATE POST
NOTE: PURPOSED OF DRAINAGE SWALE IS TO PROVIDE POSITIVE DRAINAGE M T /_ The Tower at STAR Campus
AWAY FROM BUILDING AFTER EXISTING PAVEMENT IS REMOVED. HHHHHHHHHHHFH HHHHHHHHHHHH 100 Discovery Boulevard, Suite 102
CONTRACTOR TO TAKE FIELD MEASUREMENTS TO ENSURE THAT DRAINAGE T HHHHHHHHHHH THHHHHHHHHHE ) Newark, DE 19713
DOES NOT COLLECT AGAINST BUILDING FOUNDATION. | | /—2 SQUARE GATE FRAME 302.369.3700
1] n I 1 1
3'-9 SEE PLAN FOR CENTER LINE GRADE AND/OR SLOPE. »/ Maryland
312 West Main Street, Suite 300
DRAINAGE SWALE TO BE STABILIZED USING DNREC #7 SEED MIX OR BOARD ON BOARD Salisbury, MD 21801
APPROVED EQUAL PRIOR TO FINAL TURNOVER. igigipiniginininininin Iigininininininininining GATE 410.546.9100
. y 546.
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o // North Carolina
DRAINAGE SWALE DETAIL || A TENSION BAR 3333 Jaeckle Drive, Suite 120
A\ W (AS NEEDED) Wilmington, NC 28403
- »— 8" DIAM (O SCALE M FULCRUM LATCH g 910.341.7600
- : d i { W/ STRIKE STRAP t LY o
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CLASS B CONCRETE, 3000 PSI 2" —
SLOPE (SEE NOTE NO. 3)X Y
Y = — |~ — FINISHED GRADE
® VARIES
, —= A , , —— L= , TEXTURE SKIN
(SEE NOTE) Y A ] I?ﬁl Iﬂw.{. ~ 1 m || BE {\_DROP . 11 IfI | || | |W -, ﬂ| | IfI | || HE TYPE SKM 3001—/
MOUNTING PLATE ® ¢ GABC - TYPE B LT SRAIC R P IR
Y FRONT VIEW (SEE NOTE) — ALL JOINTS WELDED |:.,‘; :| NOTES.
4 —
. T g :| | TO MAKE A SOLID :| | R RS | |: 1. BROADCAST POWDER RELEASE IN A SWEEPING OR CASTING MOTION EVENLY ACROSS THE AREA
T 5 - T FRAME T | S TO BE STAMPED. ONLY BROADCAST ENOUGH POWDER RELEASE TO STAY A ROW OR TWO AHEAD
/ iy 1= = [ g [ ¥ OF THE STAMPING TOOLS. AVOID CLUMPING.
PROOF ROLLED AND COMPACTED S NIE 2. STAMPED CONCRETE SIDEWALKS SHALL BE CONSTRUGTED PER MANUFACTURE SPEGIFICATIONS
SUBGRADE TO 95% OF ASTM DI557 . T :
’ 11F 1. 3. STAMPED CONCRETE PRODUCT CODE : SM 3001
MFR: E-CONOLIGHT STANDARD SIDEWALK SHALL BE 4" THICK. FOR DEPRESSED AND TRANSITION Y : e 4. STAMPED CONCRETE POWDER RELEASE AGENT PRODUCT CODE : POWDER RELEASE
o " : e T g T 5. STAMPED CONCRETE SHALL HAVE COLOR ADDITIVE SELECTED BY OWNER.
. . & . “@ .-
: CONTACT: 888.243-9445 AREA, THE SIDEWALK SHALL BE 6" THICK Y N P GLOBMARBLE
' [IPL n |-, . * 2L UDIVIARDLE
2'-0"1"-4 MODEL: E-BBA02A-40D8FK ® @ STANDARD SIDEWALK OF 4" THICKNESS SHALL BE PLACED OVER 4" GABC - TYPE B. 2201 NEPTUNE AVE, STE 5
. : . 126" BROOKLYN, NY 11224 USA
- COLOR BLACK SIDEWALK FOR DEPRESSED AND TRANSITION AREAS OF 6" THICKNESS SHALL BE PLACED - - STAMPED CONCRETE SIDEWALK DETAIL 1-347-717-4088
- LIGHT: 4000K LED OVER 6" GABC - TYPE B. 12 12 — e
L VOLTAGE: 120V NOTES NOTES : DIA. DIA.
= D OR APPROVED EQUAL 1. MARKIN 5" SQUARES, USE PREMOLDED EXPANSION JOINTS AT INTERVALS 1. GATE SHALL BE DOUBLE SWING TYPE, PROVIDED WITH GATE HOLD BACKS, LOCKABLE DOULBE GATE LATCH, DROP BAR/PLUGGER ROD AND PLUNGER ROD
' ' NOT GREATER THEN 15 GATCHIN BN A TIN|MON 5 eRETE, GATES SHALL BE INSTALLED AND BRACED INACCORDANCE WITH THE MANUFACTURERS
: 2. CONCRETE SIDEWALKS SHALL BE CONSTRUCTED AS PER DELDOT SPECIFICATIONS. REQUIREMENTS RIVER STONE MULCH PROPOSED EDGING, CURB OR
—42" DIAM. 3,000 PSI CONCRETE SIDEWALK TO BE CONSTRUCTED AT GRADE. SLOPE OF SIDEWALK SHALL BE 2% ALL GATE MEMBERS SHALL FABRICATED USING GALVANIZED STEEL. 4" DEPTH MIN SIDEWALK PER PLAN
Y IS FOOTING IN ORDER TO ASSURE POSITIVE DRAINAGE
FILTER FABRIC /
LIGHT COLUNN BOLLARD / PATH LIGHTING SIDEWALK DETAIL TYPICAL 12' WIDE DOUBLE WING GATE DETAIL WEED BARREER
NO SCALE NO SCALE BMG NO. : 3G NO SCALE BMG NO.: SW-SW-17E
6" MIN DEPTH TRENCH CONTRACTOR TO PLACE STONE IN
AT SIDEWALK / CURB / TRENCH TO ENSURE THAT
EDGING PER PLAN STONES WILL NOT SPILL OUT
ONTO SIDEWALKS / CURBS, OR
ALUM CAP - COLOR B 134" _ OVER LANDSCAPE EDGING.
TO MATCH ROOF COLOR ~ -
. - 120" _
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e 10" PRESSURE TREATED PLATE S S S S S S S EEEE S EESEEEESE RIVER JACK GRAVEL MULCH
BROOM FINISH ~- R R RRR AR RRRARRRAIIRARAKIIIRAIIKK]
BOLTED @ 40" O.C. Y PROJECT TITLE
LAWN CONCRETE TR I DU @ @ NO SCALE
WALK PER PLAN e Lt NOTE:
8" CMU WITH REINFORCEMENT I T T A PRIOR TO MULCHING. APPLY APPROVED PRE-EMERGENT WEED
20% MAX CROSS EVERY COARSE >< . - - . p ‘ . EO L . CONTROL ON ALL PLANTING BEDS.
<« SLOPE 6" 3500 PS| . . o 5 L e e HIGHMARK
NV ARVA VA SOt PN <o e - REINFORCED | PAINT EXPOSED CMU R S AT SPACING AS —- - MULCH
[ ] ] | Pl - - N NS S NSNS * CONCRETE SLAB SEE SPECIFICATIONS PROVIDE TEXTURED ACRTIC FINISHES Lt L T T T e OMU WITH REINFORGEMENT SPECIFIED NURSING
— || |77 . T ATy AT AT A e N SYSTEM (TAFS) TO EXPOSED CMU, ‘ e T T ERY GOARBE
PR PR _ " "‘d N NV [ R ” <% SEE SPECIFICATIONS >< s L e Ty e e e e S e e CR
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IR, CITY OF DOVER
SOIL MIXTURE - CONSISTING OF KENT COUNTY, DE

1/4 HUMUS AND 3/4 TOPSOIL

UNDISTURBED SOIL

og"

CONTAINER PLANTS:
CUT ROOTS ON FOUR (4) SIDES
AND/ OR SPREAD OUT IN NEW

PLUGS:
PLANTS TO BE INSTALLED IN THE
SOIL MIXTURE AND NOT IN

SHEET TITLE

\‘><><><>< XX

NO SCALE | o <D ] CONCRETE FOOTING ) SRRl i Y SOIL MIXTURE. MULCH LAYER ABOVE. CON ST RU CTION
SR " G4 EE— 3 #4 REBARS WITH #4 .
) “ 4 - ‘ "": ,.:‘. -4 .- . v K -. /_T|ES @ 4'—0" OC L SETII\TII:%KRCED CONCRETE D ETAI LS
S S g BOARD ON BOARD GATE GROUND COVER PLANTING DETAIL
MFG: VOLT LIGHTING I | 2 s En ON STANDAR “4 GATE POST\ 'R A —————————
MODEL: VAL-3001-BBZ i oo < i g - - NO SCALE BMG NO. : L-04
5W CREE LED 12VAC SPOTLIGHT ) A NOTE:
3 PER MARKED TREE - SPACED EQUALLY - 24 - DO NOT HEAVILY PRUNE THE TREE

CONTRACTOR TO SUPPLY LOW VOTAGE
TRANSFORMER SIZED AS REQUIRED.
(OR APPROVED EQUAL)

AT PLANTING. PRUNE ONLY
CROSSOVER LIMBS, CO-DOMINANT

PLAN LEADERS, AND BROKEN OR DEAD

—_— BRANCHES. SOME INTERIOR

TWIGS AND LATERAL BRANCHES
MAY BE PRUNED; HOWEVER, DO
NOT REMOVE THE TERMINAL BUDS
BMG NO. - SW-120 OF BRANCHES THAT EXTEND TO
e THE EDGE OF THE CROWN. 0 10 20 40
CANVAS WEBBING OR
PLASTIC HORTICULTURAL
L'§ TAPE. DO NOT STRETCH. SET ROOT BALL 2" ABOVE CANVAS WEBBING OR SCALE . 1 TR 20.
0 GRADE. REMOVE EXCESS PLASTIC HORTICULTURAL . -
&:J SOIL ON TOP OF THE TAPE. DO NOT STRETCH.
J BALL, JUST EXPOSING

WALL AND PAD SECTION
DUMPSTER ENCLOSURE DETAIL

NO SCALE

LIGHT HOUSING
ADJUSTABLE KNUCKLE SET ROOT BALL 2" ABOVE
GRADE. REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING

THE ROOT FLARE.

ALUMINUM EDGING TO BE
NO MORE THAN 1/2"
ABOVE FINISHED GRADE

36" WIRE PIGTAILS BED MEDIA

NOTE:
PRIOR TO MULCHING. APPLY
APPROVED PRE-EMERGENT WEED

SET ROOT BALL 2" ABOVE
GRADE. REMOVE EXCESS
SOIL ON TOP OF THE

SILICONE FILLED WIRE CONTROL ON ALL SHRUB BEDS. BALL, JUST EXPOSING THE ROOT FLARE. ISSUE BLOCK
CONNECTORS THE ROOT FLARE.
GROUND STAKE \2% 2. 1
\ /
LAWN / MULCH - PLACE 3" .‘\\’ P, MULCH - PLACE 3" 2"x2" WOODEN MULCH - PLACE 3" 2"x2" WOODEN
LANDSCAPE BED LAYER OF SPECIFIED < ﬂ 7’ 7 LAYER OF SPECIFIED 1\ STAKES. DRIVE LAYER OF SPECIFIED STAKES. DRIVE
MULCH. DO NOT PLACE }'/ S MULCH. DO NOT PLACE SECURELY INTO MULCH. DO NOT PLACE \¢: — o SECURELY INTO
M \|/ \|/ M \|/ ¢ M \|/ ¢ M \I Qﬁ M \|/ \|/ Qﬁ \|/ \|/ QL M \|/ \|/ Qﬁ M \|/ IN CONTACT WITH IN CONTACT WITH TREE GROUND. 3 PER IN CONTACT WITH TREE GROUND. 3 PER 1/17/23 | ADDENDUM #3
SHRUB TRUNK. KEEP COMPACT TRUNK. KEEP MULCH TREE. TRUNK. KEEP MULCH TREE. 1113/23 | ADDENDUM #2
7 MULCH WEEDED AND SUBGRADE TO WEEDED AND REPLACE WEEDED AND REPLACE
REPLACE AS NEEDED. FINISHED AVOID SETTLING y AS NEEDED. EIEI’IASDHEED AS NEEDED. FINISHED 12/12/22| ISSUE FOR BID
AR KT KR T XX LTI RRTT XTI IXT > GRADE — LTI S| b TS TR TSI GRADE
. W / : B 0
R — //\%///\\\/ NOTE: A 4% 2 . {<\\/C/\\\///\\\/ \///\\\///\\\/// 11/17/22| 90% CD REVIEW
RN R, R LANDSCAPE EDGING SHALL BE 1/8" THICK SIS R A4 11/07/22| AAB REVIEW SUBMISSION
/ PR ; X ALUMINUM EDGING, 4" DEEP WITH A BLACK FINISH. AR : 2 X
I N RN 16" SECTIONS SHALL BE USED WITH ONE (1) y /////\\{//\% NN MARK | DATE DESCRIPTION
C LOW VOLTAGE T TSR SUBSURFACE STAKE PER 38" OF EDGING. EDGING V| PRI, LAYER STATE: G001
— 12VAC LOW VOLTAGE SHALL HAVE A MINIMUM OF 2" OF INTERLOCKING DNININIOIPIN NN Y |
POWER SUPPLY REMOVE TOP 1/3 OF BURLAP. 4 PROJECT NO.: 2020179.00
L CUT & REMOVE ALL STRAPPING OVERLAP BETWEEN SECTIONS. INSTALL PER - -
ROPES. AND WIRE CAGES. FOR. SOIL MIXTURE - MANUFACTURER'S SPECIFICATIONS WITH TOP OF REMOVE TOP 1/3 OF BURLAP. SOIL MIXTURE - CONSISTING OF REMOVE TOP 1/3 OF BURLAP. SOIL MIXTURE - CONSISTING OF DATE: 06/02/2022
CONTAINER PLANTS, CUT CONSISTING OF 1/4 EDGING 1/2" ABOVE COMPACTED FINISH GRADE. CgT &SRE'V'OVE A'-'-CSTGRAéPP'NG’ 1/4 HUMUS AND 3/4 TOPSOIL CUT & REMOVE ALL STRAPPING, 1/4 HUMUS AND 3/4 TOPSOIL :
ROOTS ON FOUR (4) SIDES AND/ HUMUS AND 3/4 FINISH GRADE TO BE COMPACTED ON EITHER SIDE ROPES, AND WIRE CAGES. ROPES, AND WIRE CAGES. SCALE: 1" =1
OR SPREAD OUT IN NEW SOIL TOPSOIL OF EDGING TO MAINTAIN STABILITY. V
‘ ‘ E— ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ MIXTURE. UNDISTURBED SOIL UNDISTURBED SOIL UNDISTURBED SOIL DRAWN BY: S.W.A.| PROJ. MGR.: A.M.C.
o SHEET
SHRUB PLANTING DETAIL LANDSCAPE BED EDGING DETAIL EVERGREEN TREE PLANTING DETAIL DECIDUOUS TREE PLANTING DETAIL C-901
NO SCALE BMG NO.:L-03  NO SCALE BMG NO.:L-07  NO SCALE BMG NO.:L-02  NO SCALE BMG NO. : L-01 COPYRIGHT 2024
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