Delaware Hospital for the Chronically Ill Prickett Window Replacement — Phase 11
Smyrna, Delaware MC3514000075

SECTION 06 10 53

MISCELLANEOUS ROUGH CARPENTRY

PART 1 - GENERAL

1.1

A.

SUMMARY
This Section includes the following:
1. Wood blocking.

2. Miscellaneous lumber.
3. Interior wood trim.

PART 2 - PRODUCTS

2.1 WOOD PRODUCTS, GENERAL
A.  Lumber: DOC PS 20 and applicable rules of lumber grading agencies certified by the American
Lumber Standards Committee Board of Review.
1. Factory mark each piece of lumber with grade stamp of grading agency.
2. Provide dry lumber with 19 percent maximum moisture content at time of dressing for 2-
inch nominal thickness or less, unless otherwise indicated.
2.2 WOOD-PRESERVATIVE-TREATED MATERIALS
A.  Preservative Treatment by Pressure Process: AWPA C2 (lumber) andAWPA C9 (plywood),
except that lumber that is not in contact with the ground and is continuously protected from
liquid water may be treated according to AWPA C31 with inorganic boron (SBX).
B.  Kiln-dry material after treatment to a maximum moisture content of 19 percent.
C.  Mark each treated item with the treatment quality mark of an inspection agency approved by the
American Lumber Standards Committee Board of Review.
D.  Application: Treat items indicated on Drawings, and the following:
L. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar
members in connection with roofing, flashing, vapor barriers, and waterproofing.
2.Wood sills, sleepers, blocking, furring, stripping, and similar concealed members in contact
with masonry or concrete.
2.3 DIMENSION LUMBER
A.  General: Of grades indicated according to the American Lumber Standards Committee
National Grading Rule provisions of the grading agency indicated.
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2.5

Non-Load-Bearing Interior Partitions: Construction, Stud, or No.2 grade and any of the
following species:

1. Mixed southern pine; SPIB.

2. Eastern softwoods; NELMA.

3. Northern species; NLGA.

4, Western woods; WCLIB or WWPA.

Other Framing: Construction or No. 2 grade and any of the following species:

1. Douglas fir-larch, Douglas fir-larch (north), or Douglas fir-south; NLGA, WCLIB, or
WWPA.

2. Hem-fir or Hem-fir (north); NLGA, WCLIB, or WWPA.

3. Southern pine; SPIB.

4, Spruce-pine-fir (south) or Spruce-pine-fir; NELMA, NLGA, WCLIB, or WWPA.

MISCELLANEOUS LUMBER

Provide miscellaneous lumber for support or attachment of other construction, including the
following:

1. Blocking.
2. Cants.

3. Nailers.
4. Furring.
5. Grounds.

For items of dimension lumber size, provide Construction, Stud, or No. 2 grade lumber with 19
percent maximum moisture content of any species.

For exposed boards, provide lumber, with 19 percent maximum moisture content, of eastern
white pine, Idaho white, lodgepole, ponderosa, or sugar pine; Finish or 1 Common (Colonial)
grade; NELMA, NLGA, WCLIB, or WWPA.

For concealed boards, provide lumber with 19 percent maximum moisture content and any of
the following species and grades:

1. Mixed southern pine, No. 2 grade; SPIB.

2. Eastern softwoods, No. 2 Common grade; NELMA.

3. Northern species, No. 2 Common grade; NLGA.

4, Western woods, Construction or No. 2 Common grade; WCLIB or WWPA.
INTERIOR WOOD TRIM

Lumber Trim for Opaque Finish (Painted): Finished lumber (S4S), either finger-jointed or solid
lumber, of one of the following species and grades:

1. Grade D Select Finish or 2 Common eastern white pine; NELMA or NLGA.
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2. Grade D Select (Quality) Idaho white, lodgepole, ponderosa, or sugar pine; NLGA or
WWPA.

2.6 FASTENERS

A.  General: Where carpentry is exposed to weather, in ground contact, or in area of high relative
humidity, provide fasteners with hot-dip zinc coating complying with ASTM A 153/A 153M.

B. Power-Driven Fasteners: CABO NER-272.
C. Screws for Fastening to Cold-Formed Metal Framing: ASTM C 954, except with wafer heads
and reamer wings.
PART 3 - EXECUTION
3.1 INSTALLATION
A.  Set carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. Fit

carpentry to other construction; scribe and cope as needed for accurate fit. Locate furring,
nailers, blocking, grounds, and similar supports to comply with requirements for attaching other

construction.

B. Securely attach carpentry work as indicated and according to applicable codes and recognized
standards.

C.  Countersink fastener heads on exposed carpentry work and fill holes with wood filler.

D.  Wood Structural Panels: Comply with applicable recommendations contained in APA Form
No. E30K, "APA Design/Construction Guide: Residential & Commercial," for types of
structural-use panels and applications indicated.

END OF SECTION
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