GENERAL NOTES: B E C K E R
1. SEE DRAWING M000 FOR NOTES, LEGENDS, AND ABBREVIATIONS. MORG ! N

G R O U P

ARCHITECTURE

AIR COOLED CHILLER SCHEDULE PUMP SCHEDULE ENGINEERING

Delaware
309 S Governors Ave

VOLTS
ELECTRICAL MANUFACTURER, SIZE, & DESIGN  DESIGN HEAD| MOTOR MOTOR Dover, DE 19904
TAG MANUFACTURER MODEL GPM E(Vl\i)T 'zV\li)T V(\l’;? LOAD 'EPI'E-%’ TAG PIPING SYSTEM MODEL TYPE CAPACITY (GPM)|  (FT) RPM (H.P.) REMARKS 302.734.7950

TONS MBH EER VOLTAGE COMPR. KW |COND FAN KW MCA MOCP PHASE Rittenhouse Station
250 South Main Street, Suite 109

460 Newark, DE 19711

302.369.3700
BELL & B S T IES BASE MOUNTED 130 50 1200 5 i Moo ]
3 ar.y an .

312 West Main St, Suite 300

Salisbury, MD 21801
460 410.546.9100
BASE MOUNTED 130 50 1200 5 - North Carolina
3 3333 Jaeckle Drive, Suite 120
Wilmington, NC 28403

95 MAX 460 VFD TO BE FURNISHED BY CONTROLS 910.341.7600
60 1800 5 CONTRACTOR AND INSTALLED BY ELECTRICAL www.beckermorgan.com

45 MIN 3 CONTRACTOR.
BAKER, INGRAM & ASSOCIATES
STRUCTURAL ENGINEER

CAPACITY FULL

CHILLED WATER

DAIKIN AGZ046E 4 492 130 48 42 7 10.8 16.6 460 - - 97 110

BELL & GOSSETT SERIES

CHILLED WATER E-1510 2GB

DAIKIN AGZ046E 4 492 130 54 48 7 10.8 16.6 460 - - 97 110

BB

NOTES:

1.  PROVIDE CHILLER WITH EVAPORATOR HEAT TRACED AND INSULATED TO MAINTAIN A MINIMUM TEMPERATURE OF 40°F WITH AMBIENT TEMPERATURE OF 0°F. HEATING BELL & GOSSETT SERIES

HOT WATER E-80SC 3X3X11B INLINE

460 VFD TO BE FURNISHED BY CONTROLS

SUIISUIIC G IS I S

Lo W ATER B S axs INLINE o 60 1800 5 CONTRACTOR AND INSTALLED BY ELECTRICAL 1050 S. STATE STREET
CONTRACTOR. DOVER, DELAWARE 19901
BOILER SCHEDULE
VFD TO BE FURNISHED BY CONTROLS
HEATING BELL & GOSSETT SERIES INLINE 95 MAX 60 1800 5 CONTRACTOR AND INSTALLED BY ELECTRICAL DEDC, LLC
NAT. GAS NAT. GAS AP SHIPPING HOT WATER E-80SC 3X3X11B 45 MIN CONTRACTOR
TAG MANUFACTURER MODEL # LOCATION : : EWT°F | LWT°F | GPM A°F VOLT | PH | HZ AMPS 3 : FIRE PROTECTION, PLUMBING,
INPUT MBH OUTPUT MBH (FT.) WEIGHT LBS MECHANICAL, AND ELECTRICAL ENGINEER
BELL & GOSSETT SERIES 120 315 SOUTH CHAPEL STREET
A BOILER #1 INLINE 45 10 1725 0.5 - NEWARK, DELAWARE 19711
v LOCHINVAR KBX0650N MECHANICAL ROOM 650 631 160 190 45 30 - 120 1 60 - 460 E-90 2AAC ] 302-738-7172 fax: 302-738-7175
120 RICHARD Y. JOHNSON & SON, INC.
‘n LOCHINVAR KBX0B50N MECHANICAL ROOM 650 631 160 190 15 30 : 120 : 60 : 460 BOILER #2 BELL & Egg%‘i\I\TCSER'ES INLINE 45 10 1725 0.5 i CONSTRUCTION MANAGER
v 1 18404 JOHNSON AVENUE
LINCOLN, DELAWARE 19960
NOTES:
1. SECONDARY BOILER LOOP IS DESIGNED FOR A 20°F CHANGE IN TEMPERATURE (160-180). 302-422-3732  fax 302-422-4696
SYMBOL MANUFACTURER MODEL NUMBER | MAXWORKING PRES. | MAX OPERATING TEMP. REMARKS
HEAT THROW VOLTS RS m
UNIT NO MFG, SIZE, & MODEL TYPE FT KW . PROVIDE FLANGE
208 INSTALL UNITS PER MANUFACTURERS SPECIFICATIONS. CONFIRM 2\ PROVIDE FLANGE
|\1|'|C|)E[|2§ICI’D\IOE UHSEE%E:II:Q'F_{ 12 3.0 HEIGHT CLEARANCES PRIOR TO MOUNTING. PROVIDE POWER m SPIROTHERM VDN-300FA 125 PSI 350°F CONNECTIONS
1 DISCONNECT SWITCH ACCESSORY AND T-STAT. v
ACCEPTANCE FULL | OPERATING
SYMBOL | MANUFACTURER MODEL NUMBER TYPE VOLUME WEIGHT | PRESSURE NOTES
125 PSIG (ASME) @ 240°F, CARBON STEEL SHELL,
BELL & GOSSETT D-60V HORIZONTAL |  11.3 GAL 390 LBS 35 PSI HEAVY DUTY BUTYL RUBBER DIAPHRAGM. HYDRONIC
POT FEEDER SCHEDULE WATER RATED.
MAX ASME 125 PSIG (ASME) @ 240°F, CARBON STEEL SHELL,
TAGS TYPE MANUFACTURER MODEL CAPACITY |FILTER MICRON COMMENTS BELL & GOSSETT D-60V VERTICAL 11.3 GAL 390 LBS 35 PS| HEAVY DUTY BUTYL RUBBER DIAPHRAGM. HYDRONIC
PRESSURE STAMP WATER RATED.

PROJECT TITLE

71, PROVIDE WITH POT FEEDER LEGS.

FILTERED FEEDERS NEPTUNE FTF-5150DB 300PSI | oafons | 20-MICRON YES PROVIDE STAINLESS STEEL NOTES:
v BASKET. 1. CONTRACTOR TO PRE-CHARGE EXPANSION TANK TO OPERATING PRESSURE. M | |_ FO R D

POLICE
DEPARTMENT

HOT WATER COIL SCHEDULE
TAG MANUFACTURER MODEL SAS IPLT (e TUBE TUBE NATURAL GAS CTRe REMARKS 401 NE FRONT STREET
LENGTH MATERIAL SUPPLY PRESS. CITY OF MILFORD
HOT WATER HEATING COIL HIGH LOW VOLTAGE AMP KENT COUNTY. DE
TAG MANUFACTURER MODEL SIZE AIRFLOW (CFM) COMMENTS STANLESS ;
MBH GPM EAT/LAT EWT/LWT ROWS WPD (FT. W.G.) \
REZNOR VCTN60A 60 15 30 STEEL W7C 12011/60 12 NS%LES

= e o
USA COIL & AIR 20X18 850 32.1 3.3 55/90 180/160 2 <3 ALL

NOTES:

1. PROVIDE TWO-STAGE REMOTE THERMOSTAT
‘m 2. PROVIDE ALL ACCESSORIES AS REQUIRED FOR A COMPLETE INSTALLATION INCLUDING BUT NOT LIMITED TO

USA COIL & AIR 16X16 450 17.0 1.7 55/90 180/160 2 <3 ALL STAINLESS STEEL END CAPS, HANGER KIT.

v 3. HEATER SHALL BE SUITABLE FOR INSTALLATION IN HARSH ENVIRONMENT.

4.  PROVIDE DUCTED COMBUSTION AIR INTAKE WITH FLEXIBLE CONNECTION AT HEATER.
m 5.  PROVIDE POSITIVE PRESSURE, CATEGORY IIl VENT AT HEATER EXHAUST.

. 6. INSTALL IN STRICT ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS. MAINTAIN ALL RECOMMENDED
USA COIL & AIR 16X16 625 23.6 2.4 55/90 180/160 2 3 ALL
= CLEARANCES FROM COMBUSTIBLES. CONTRACTOR SHALL POST SIGNS INDICATING REQUIRED CLEARANCES .
FROM HEATER IN ALL LOCATIONS HEATER IS INSTALLED. SHEETTITLE
USA COIL & AIR 16X16 375 14.2 1.4 55/90 180/160 2 <3 ALL SCHEDULES (3 OF 3)
USA COIL & AIR 16X16 200 7.6 0.8 55/90 180/160 2 <3 ALL
USA COIL & AIR 16X16 900 34.0 3.5 55/90 180/160 2 <3 ALL
USA COIL & AIR 16X16 1,550 58.6 6.0 55/90 180/160 2 <3 ALL
8l 4l Ol 8l

SCALE : 1/8"=1'-0"
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