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SECTION 26 05 44

SLEEVES AND SLEEVE SEALS FOR ELECTRICAL RACEWAYS AND CABLING

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1. Round sleeves.
2. Rectangular sleeves.
3. Sleeve-seal fittings.

B. Related Requirements:

1. Section 07 84 13 "Penetration Firestopping" for penetration firestopping installed in fire-
resistance-rated walls, horizontal assemblies, and smoke barriers, with and without 
penetrating items.

1.2 ACTION SUBMITTALS

A. Product Data: For each type of product.

PART 2 - PRODUCTS

2.1 ROUND SLEEVES

A. PVC Pipe Sleeves:

1. General Characteristics: ASTM D1785, Schedule 40.

2.2 SLEEVE-SEAL FITTINGS

A. General Characteristics: Manufactured plastic, sleeve-type, waterstop assembly made for 
embedding in concrete slab or wall. Unit must have plastic or rubber waterstop collar with 
center opening to match piping OD.
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PART 3 - EXECUTION

3.1 INSTALLATION OF SLEEVES FOR NON-FIRE-RATED ELECTRICAL PENETRATIONS

A. Sleeves for Conduits Penetrating Above-Grade, Non-Fire-Rated, Concrete and Masonry-Unit 
Floors and Walls:

1. Interior Penetrations of Non-Fire-Rated Walls and Floors:
a. Seal space outside of sleeves with mortar or grout. Pack sealing material solidly 

between sleeve and wall or floor so no voids remain. Tool exposed surfaces 
smooth; protect material while curing.

b. Seal annular space between sleeve and raceway or cable, using joint sealant 
appropriate for size, depth, and location of joint. Comply with requirements in 
Section 07 92 00 "Joint Sealants."

2. Use pipe sleeves unless penetration arrangement requires rectangular sleeved opening.
3. Size pipe sleeves to provide 1/4 inch annular clear space between sleeve and raceway or 

cable, unless sleeve-seal system is to be installed.
4. Install sleeves for wall penetrations unless core-drilled holes or formed openings are 

used. Install sleeves during erection of walls. Cut sleeves to length for mounting flush 
with both surfaces of walls. Deburr after cutting.

B. Sleeves for Conduits Penetrating Non-Fire-Rated Wall Assemblies:

1. Use circular metal sleeves unless penetration arrangement requires rectangular sleeved 
opening.

2. Seal space outside of sleeves with approved joint compound for wall assemblies.

C. Roof-Penetration Sleeves: Seal penetration of individual raceways and cables with flexible 
boot-type flashing units applied in coordination with roofing work.
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