Hi Grade Building Renovations
Contract No.: MJ4506000005

SECTION 21 11 19

FIRE-DEPARTMENT CONNECTIONS

PART 1 - GENERAL

1.1

A.

1.2

A.

1.3

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY
Section Includes:

1. Exposed-type fire-department connections.

ACTION SUBMITTALS
Product Data: For each type of product.

1. Include construction details, material descriptions, dimensions of individual components
and profiles, and finishes for each fire-department connection.

PART 2 - PRODUCTS

2.1 EXPOSED-TYPE FIRE-DEPARTMENT CONNECTION
A.  Manufacturers: Subject to compliance with requirements, available manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the following:
I. Fire Protection Products Inc (FPPI); a brand of Anvil International and Smith-Cooper
International.
2. Guardian Fire Equipment, Inc.
B.  Standard: UL 405.
C.  Type: Exposed, projecting, for wall mounting.
D.  Pressure Rating: 175 psig minimum.
E. Body Material: Corrosion-resistant metal.
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F. Inlets: Brass with threads according to NFPA 1963 and matching local fire-department sizes
and threads. Include extension pipe nipples, brass lugged swivel connections, and check devices
or clappers.

G.  Caps: Brass, lugged type, with gasket and chain.

H.  Escutcheon Plate: Round, brass, wall type.

L Outlet: Back, with pipe threads.

J. Number of Inlets: Two .

K.  Escutcheon Plate Marking: Similar to " AUTO SPKR & STANDPIPE ."

L. Finish: Rough brass or bronze .

M.  Outlet Size: NPS 4 .

PART 3 - EXECUTION

3.1 EXAMINATION

A.  Examine conditions, with Installer present, for compliance with requirements for installation
tolerances and other conditions affecting performance of fire-department connections.

B.  Examine roughing-in for fire-suppression standpipe system to verify actual locations of piping
connections before fire-department connection installation.

C.  Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION
A.  Install wall-type fire-department connections.

B.  Install automatic (ball-drip) drain valve at each check valve for fire-department connection.

END OF SECTION 21 11 19
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