SECTION 26 56 19

LED EXTERIOR LIGHTING

PART 1 - GENERAL

1.1

1.2

1.3

1.4

A.

SUMMARY

Section Includes:

1. Luminaire types.

2. Materials.

3. Finishes.

DEFINITIONS

CCT: Correlated color temperature.
CRI: Color rendering index.
Fixture: See "Luminaire."

IP: International Protection or Ingress Protection Rating.

Lumen: Measured output of lamp and luminaire, or both.
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Luminaire: Complete lighting unit, including lamp, reflector, and housing.

ACTION SUBMITTALS

Product Data: For each type of luminaire.

Arrange in order of luminaire designation.
Include data on features, accessories, and finishes.

Include physical description and dimensions of luminaire.

Wiring diagrams for power, control, and signal wiring.

S kL -

involved.

INFORMATIONAL SUBMITTALS

Lamps, include life, output (lumens, CCT, and CRI), and energy-efficiency data.

Means of attaching luminaires to supports and indication that the attachment is suitable for components

Coordination Drawings: Plans, drawn to scale, on which the following items are shown and coordinated with each

other, using input from installers of the items involved:

1. Luminaires.
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1.5

1.6

1.7

1.8

Structural members to which equipment and luminaires will be attached.
Underground utilities and structures.

Existing underground utilities and structures.

Above-grade utilities and structures.

Existing above-grade utilities and structures.

Building features.

Vertical and horizontal information.

O NN R W

Sample warranty.

QUALITY ASSURANCE
Provide luminaires from a single manufacturer for each luminaire type.

Each luminaire type shall be binned within a three-step MacAdam Ellipse to ensure color consistency among
luminaires.

DELIVERY, STORAGE, AND HANDLING

Protect finishes of exposed surfaces by applying a strippable, temporary protective covering prior to shipping.

FIELD CONDITIONS
Verify existing and proposed utility structures prior to the start of work associated with luminaire installation.

Mark locations of exterior luminaires for approval by Architect prior to the start of luminaire installation.

WARRANTY

Warranty: Manufacturer and Installer agree to repair or replace components of luminaires that fail in materials or
workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:
a. Structural failures, including luminaire support components.
b. Faulty operation of luminaires and accessories.
c. Deterioration of metals, metal finishes, and other materials beyond normal weathering.

2. Warranty Period: 2 year(s) from date of Substantial Completion.
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PART 2 - PRODUCTS
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2.1 LUMINAIRE REQUIREMENTS
A.  Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified
testing agency, and marked for intended location and application.
B. NRTL Compliance: Luminaires shall be listed and labeled for indicated class and division of hazard by an NRTL.
C. FM Global Compliance: Luminaires for hazardous locations shall be listed and labeled for indicated class and
division of hazard by FM Global.
D. UL Compliance: Comply with UL 1598 and listed for wet location.
E. Lamp base complying with ANSI C81.61 or IEC 60061-1.
F. Bulb shape complying with ANSI C79.1.
G.  CRIof80.CCT of 4000k .
H. L70 lamp life of 50,000 hours.
L Lamps dimmable from 100 percent to 0 percent of maximum light output.
J. Internal driver.
K. Nominal Operating Voltage: 120 V ac .
L. Lamp Rating: Lamp marked for outdoor use and in enclosed locations.
22 LUMINAIRE TYPES
A. Area and Site:
1. Luminaire Shape: Square .
2. Mounting: Building with arm, in length.
3. Distribution: Type III .
4. Diffusers and Globes: Clear polycarbonate .
5. Housings:
a. Extruded-aluminum housing and heat sink.
b. powder-coat finish.
23 MATERIALS
A. Metal Parts: Free of burrs and sharp corners and edges.
B. Sheet Metal Components: Corrosion-resistant aluminum . Form and support to prevent warping and sagging.
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C. Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage under operating conditions, and
designed to permit relamping without use of tools. Designed to prevent doors, frames, lenses, diffusers, and other
components from falling accidentally during relamping and when secured in operating position. Doors shall be
removable for cleaning or replacing lenses.

D. Diffusers and Globes:

1. Acrylic Diffusers: 100 percent virgin acrylic plastic, with high resistance to yellowing and other changes
due to aging, exposure to heat, and UV radiation.

2. Glass: Annealed crystal glass unless otherwise indicated.

3. Lens Thickness: At least 0.125 inch minimum unless otherwise indicated.

E. Lens and Refractor Gaskets: Use heat- and aging-resistant resilient gaskets to seal and cushion lenses and
refractors in luminaire doors.

F. Reflecting surfaces shall have minimum reflectance as follows unless otherwise indicated:

1. White Surfaces: 85 percent.
2. Specular Surfaces: 83 percent.
3. Diffusing Specular Surfaces: 75 percent.

G. Housings:

1. Rigidly formed, weather- and light-tight enclosure that will not warp, sag, or deform in use.
2. Provide filter/breather for enclosed luminaires.

H. Factory-Applied Labels: Comply with UL 1598. Include recommended lamps. Labels shall be located where they
will be readily visible to service personnel, but not seen from normal viewing angles when lamps are in place.
1. Label shall include the following lamp characteristics:

a. "USE ONLY" and include specific lamp type.
b. Lamp diameter, shape, size, wattage and coating.
c. CCT and CRI for all luminaires.

24 FINISHES

A. Variations in Finishes: Noticeable variations in same piece are unacceptable. Variations in appearance of
adjoining components are acceptable if they are within the range of approved Samples and are assembled or
installed to minimize contrast.

B. Luminaire Finish: Manufacturer's standard paint applied to factory-assembled and -tested luminaire before
shipping. Where indicated, match finish process and color of pole or support materials.

C. Factory-Applied Finish for Aluminum Luminaires: Comply with NAAMM's "Metal Finishes Manual for
Architectural and Metal Products" for recommendations for applying and designating finishes.
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25
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1. Finish designations prefixed by AA comply with the system established by the Aluminum Association for
designating aluminum finishes.

2. Natural Satin Finish: Provide fine, directional, medium satin polish (AA-M32); buff complying with AA-
M20 requirements; and seal aluminum surfaces with clear, hard-coat wax.

3. Class I, Clear-Anodic Finish: AA-M32C22A41 (Mechanical Finish: Medium satin; Chemical Finish:
Etched, medium matte; Anodic Coating: Architectural Class I, clear coating 0.018 mm or thicker)
complying with AAMA 611.

4, Class I, Color-Anodic Finish: AA-M32C22A42/A44 (Mechanical Finish: Medium satin; Chemical Finish:
Etched, medium matte; Anodic Coating: Architectural Class I, integrally colored or electrolytically
deposited color coating 0.018 mm or thicker), complying with AAMA 611.

a. Color: Dark bronze .

Factory-Applied Finish for Steel Luminaires: Comply with NAAMM's "Metal Finishes Manual for Architectural
and Metal Products" for recommendations for applying and designating finishes.

1. Surface Preparation: Clean surfaces to comply with SSPC-SP 1, to remove dirt, oil, grease, and other
contaminants that could impair paint bond. Grind welds and polish surfaces to a smooth, even finish.
Remove mill scale and rust, if present, from uncoated steel, complying with SSPC-SP 5/NACE No. 1 or
SSPC-SP 8.

2. Exterior Surfaces: Manufacturer's standard finish consisting of one or more coats of primer and two finish
coats of high-gloss, high-build polyurethane enamel.

a. Color:
1) As selected from manufacturer's standard catalog of colors.
2) As selected by Architect from manufacturer's full range.

LUMINAIRE SUPPORT COMPONENTS

Comply with requirements in Section 26 05 29 "Hangers and Supports for Electrical Systems" for channel and
angle iron supports and nonmetallic channel and angle supports.

PART 3 - EXECUTION

3.1

EXAMINATION

Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for installation
tolerances and other conditions affecting performance of the Work.

Examine roughing-in for luminaire electrical conduit to verify actual locations of conduit connections before
luminaire installation.

Examine walls, roofs, and canopy ceilings and overhang ceilings for suitable conditions where luminaires will be
installed.

Proceed with installation only after unsatisfactory conditions have been corrected.
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32 TEMPORARY LIGHTING
A. If approved by Architect, use selected permanent luminaires for temporary lighting. When construction is
substantially complete, clean luminaires used for temporary lighting and install new lamps.
33 GENERAL INSTALLATION REQUIREMENTS
A. Comply with NECA 1.
B. Use fastening methods and materials selected to resist seismic forces defined for the application and approved by
manufacturer.
C. Install lamps in each luminaire.
D. Fasten luminaire to structural support.
E. Supports:
1. Sized and rated for luminaire weight.
2. Able to maintain luminaire position after cleaning and relamping.
3. Support luminaires without causing deflection of finished surface.
4. Luminaire-mounting devices shall be capable of supporting a horizontal force of 100 percent of luminaire
weight and a vertical force of 400 percent of luminaire weight.
F. Wall-Mounted Luminaire Support:
1. Attached to structural members in walls .
G.  Wiring Method: Install cables in raceways. Conceal raceways and cables.
H. Coordinate layout and installation of luminaires with other construction.
L Comply with requirements in Section 26 05 19 "Low-Voltage Electrical Power Conductors and Cables" and
Section 26 05 33.13 "Conduits for Electrical Systems" for wiring connections and wiring methods.
34 INSTALLATION OF INDIVIDUAL GROUND-MOUNTED LUMINAIRES
A. Aim as indicated on Drawings.
35 CORROSION PREVENTION
A. Aluminum: Do not use in contact with earth or concrete. When in direct contact with a dissimilar metal, protect
aluminum by insulating fittings or treatment.
26 56 19\ LED EXTERIOR LIGHTING 0586B053.A01

Page 6



3.6

3.7

Hi Grade Building Renovations
Contract No.: MJ4506000005

Steel Conduits: Comply with Section 26 05 33.13 "Conduits for Electrical Systems." In concrete foundations,
wrap conduit with 0.010-inch- thick, pipe-wrapping plastic tape applied with a 50 percent overlap.
IDENTIFICATION

Identify system components, wiring, cabling, and terminals. Comply with requirements for identification specified
in Section 26 05 53 "[dentification for Electrical Systems."

FIELD QUALITY CONTROL

Inspect each installed luminaire for damage. Replace damaged luminaires and components.

Perform the following tests and inspections:

1. Operational Test: After installing luminaires, switches, and accessories, and after electrical circuitry has
been energized, test units to confirm proper operation.

[llumination Tests:

1. Measure light intensities at night. Use photometers with calibration referenced to NIST standards. Comply
with the following IES testing guide(s):
a. IES LM-5.
b. IES LM-50.
c. IES LM-52.
d. IES LM-64.
e. IES LM-72.
2. Operational Test: After installing luminaires, switches, and accessories, and after electrical circuitry has

been energized, test units to confirm proper operation.
Luminaire will be considered defective if it does not pass tests and inspections.

Prepare a written report of tests, inspections, observations, and verifications indicating and interpreting results. If
adjustments are made to lighting system, retest to demonstrate compliance with standards.

END OF SECTION 26 56 19
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