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SECTION 09 21 16  
 

GYPSUM BOARD ASSEMBLIES 
PART 1  GENERAL 
1.01 SECTION INCLUDES 

A. Metal stud wall framing. 
B. Gypsum wallboard. 
C. Joint treatment and accessories. 

1.02 RELATED REQUIREMENTS 
A. Section 06 10 00 - Rough Carpentry. 
B. Section 07 92 00 - Joint Sealants. 

1.03 REFERENCE STANDARDS 
A. ASTM C645 - Standard Specification for Nonstructural Steel Framing Members 2018. 
B. ASTM C754 - Standard Specification for Installation of Steel Framing Members to Receive 

Screw-Attached Gypsum Panel Products 2020. 
C. ASTM C840 - Standard Specification for Application and Finishing of Gypsum Board 2020. 
D. ASTM C954 - Standard Specification for Steel Drill Screws for the Application of Gypsum 

Panel Products or Metal Plaster Bases to Steel Studs from 0.033 in. (0.84 mm) to 0.112 in. 
(2.84 mm) in Thickness 2022. 

E. ASTM C1047 - Standard Specification for Accessories for Gypsum Wallboard and Gypsum 
Veneer Base 2019. 

F. ASTM C1396/C1396M - Standard Specification for Gypsum Board 2017. 
G. GA-216 - Application and Finishing of Gypsum Panel Products 2021. 

1.04 SUBMITTALS 
A. See Section 01 30 00 - Administrative Requirements for submittal procedures. 
B. Product Data:  Provide data on metal framing, gypsum board, accessories, and joint finishing 

system. 
 

PART 2  PRODUCTS 
2.01 METAL FRAMING MATERIALS 

A. Manufacturers - Metal Framing, Connectors, and Accessories: 
1. ClarkDietrich. 
2. Steel Construction Systems. 
3. Supreme Steel Framing System Association; Supreme Stud. 

B. Non-structural Framing System Components:  ASTM C645; galvanized sheet steel, of size and 
properties necessary to comply with ASTM C754 for the spacing indicated, with maximum 
deflection of wall framing of L/120 at 5 psf (L/120 at 240 Pa). 
1. Studs:  C-shaped with knurled or embossed faces. 
2. Runners:  U shaped, sized to match studs. 

2.02 BOARD MATERIALS 
A. Manufacturers - Gypsum-Based Board: 
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1. CertainTeed Corporation 
2. National Gypsum Company 
3. USG Corporation 

B. Gypsum Wallboard:  Paper-faced gypsum panels as defined in ASTM C1396/C1396M; sizes to 
minimize joints in place; ends square cut. 
1. Application:  Use for vertical surfaces and ceilings, unless otherwise indicated. 
2. Thickness:   

a. Vertical Surfaces:  5/8 inch (16 mm). 
2.03 GYPSUM WALLBOARD ACCESSORIES 

A. Beads, Joint Accessories, and Other Trim:  ASTM C1047, rigid plastic, galvanized steel, or 
rolled zinc, unless noted otherwise. 
1. L-Trim with Tear-Away Strip:  Sized to fit 1/2 inch (13 mm) thick gypsum wallboard. 

B. Screws for Fastening of Gypsum Panel Products to Steel Members from 0.033 to 0.112 inch 
(0.84 to 2.84 mm) in Thickness:  ASTM C954; steel drill screws, corrosion-resistant. 
 

PART 3  EXECUTION 
3.01 EXAMINATION 

A. Verify that project conditions are appropriate for work of this section to commence. 
3.02 FRAMING INSTALLATION 

A. Metal Framing:  Install in accordance with ASTM C754 and manufacturer's instructions. 
B. Studs:  Space studs at 24 inches on center (at 600 mm on center). 

1. Extend partition framing to structure in all locations. 
3.03 BOARD INSTALLATION 

A. Comply with ASTM C840, GA-216, and manufacturer's instructions. Install to minimize butt 
end joints, especially in highly visible locations. 

3.04 INSTALLATION OF TRIM AND ACCESSORIES 
A. Control Joints:  Place control joints consistent with lines of building spaces and as indicated. 
B. Corner Beads:  Install at external corners, using longest practical lengths.   
C. Edge Trim:  Install at locations where gypsum board abuts dissimilar materials. 

3.05 JOINT TREATMENT 
A. Finish gypsum board in accordance with levels defined in ASTM C840, as follows: 

1. Level 4:  Walls and ceilings to receive paint finish or wall coverings, unless otherwise 
indicated. 

B. Tape, fill, and sand exposed joints, edges, and corners to produce smooth surface ready to 
receive finishes. 
1. Feather coats of joint compound so that camber is maximum 1/32 inch (0.8 mm). 

 
END OF SECTION 
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