Bethany Beach Training Site Building 151 Renovations
Bethany Beach, Delaware DEARNG #2019-02

SECTION 08 12 13

HOLLOW METAL FRAMES
PART 1 GENERAL
1.01 SECTION INCLUDES
A. Interior hollow metal frames
1.02 RELATED REQUIREMENTS
A. Section 08 14 16 - Flush Wood Doors.
B. Section 08 71 00 - Door Hardware.
C. Section 09 91 23 - Interior Painting.
1.03 REFERENCE STANDARDS
A. ADA Standards - 2010 ADA Standards for Accessible Design 2010.

B. ANSI/SDI A250.4 - Test Procedure and Acceptance Criteria for Physical Endurance for Steel
Doors, Frames and Frame Anchors 2018.

C. ANSI/SDI A250.8 - Specifications for Standard Steel Doors and Frames (SDI-100) 2017.

D. ANSI/SDI A250.10 - Test Procedure and Acceptance Criteria for Prime Painted Steel Surfaces
for Steel Doors and Frames 2020.

E. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or
Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process 2020.

F. ASTM A1008/A1008M - Standard Specification for Steel, Sheet, Cold-Rolled, Carbon,
Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability,
Required Hardness, Solution Hardened, and Bake Hardenable 2021a.

G. ASTM A1011/A1011M - Standard Specification for Steel, Sheet and Strip, Hot-Rolled,
Carbon, Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved
Formability, and Ultra-High Strength 2018a.

BHMA A156.115 - Hardware Preparation in Steel Doors and Steel Frames 2016.

ICC A117.1 - Accessible and Usable Buildings and Facilities 2017.

NAAMM HMMA 830 - Hardware Selection for Hollow Metal Doors and Frames 2002.
NAAMM HMMA 831 - Hardware Locations for Hollow Metal Doors and Frames 2011.

NAAMM HMMA 840 - Guide Specifications For Receipt, Storage and Installation of Hollow
Metal Doors and Frames 2017.

1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.

Sl -

B. Shop Drawings: Details of each opening, showing elevations, glazing, frame profiles, and
identifying location of different finishes, if any.

C. Manufacturer's Qualification Statement.
D. Installer's Qualification Statement.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing products specified in this
section, with not less than three years of documented experience.
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B. Installer Qualifications: Company specializing in performing work of the type specified and
with at least three years of documented experience.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Store in accordance with applicable requirements and in compliance with standards and/or
custom guidelines as indicated.

B. Protect with resilient packaging; avoid humidity build-up under coverings; prevent corrosion.

PART 2 PRODUCTS
2.01 PERFORMANCE REQUIREMENTS

A. Refer to Door and Frame Schedule on drawings for frame sizes, fire ratings, sound ratings,
finishing, door hardware to be installed, and other variations, if any.

B. Steel Sheet: Comply with one or more of the following requirements; galvannealed steel
complying with ASTM A653/A653M, cold-rolled steel complying with ASTM
A1008/A1008M, or hot-rolled pickled and oiled (HRPO) steel complying with ASTM
A1011/A1011M, commercial steel (CS) Type B, for each.

C. Accessibility: Comply with ICC A117.1 and ADA Standards.

D. Combined Requirements: If a particular door and frame unit is indicated to comply with more
than one type of requirement, comply with the specified requirements for each type; for
instance, an exterior frame that is also indicated as being sound-rated must comply with the
requirements specified for exterior frames and for sound-rated frames; where two requirements
conflict, comply with the most stringent.

E. Hardware Preparations, Selections and Locations: Comply with BHMA A156.115, NAAMM
HMMA 830, NAAMM HMMA 831 or ANSI/SDI A250.8 (SDI-100) in accordance with
specified requirements.

2.02 HOLLOW METAL DOOR FRAMES WITH INTEGRAL CASINGS
A. Frame Finish: Factory primed and field finished.

B. Interior Door Frames, Non-Fire Rated: Knock-down type.
1. Based on SDI Standards: ANSI/SDI A250.8 (SDI-100).
a. Level 1 - Standard-duty.
b. Physical Performance Level C, 250,000 cycles; in accordance with ANSI/SDI
A250.4.
c. Frame Metal Thickness: 16 gauge, 0.053 inch (1.3 mm), minimum.

2.03 FINISHES
A. Primer: Rust-inhibiting, complying with ANSI/SDI A250.10, door manufacturer's standard.
2.04 ACCESSORIES

A. Silencers: Resilient rubber, fitted into drilled hole; provide three on strike side of single door,
three on center mullion of pairs, and two on head of pairs without center mullions.

PART 3 EXECUTION
3.01 EXAMINATION
A. Verify existing conditions before starting work.

B. Verify that opening sizes and tolerances are acceptable.
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C. Verify that finished walls are in plane to ensure proper door alignment.
3.02 INSTALLATION

A. [Install frames in accordance with manufacturer's instructions and related requirements of
specified frame standards or custom guidelines indicated.

B. Coordinate frame anchor placement with wall construction.
C. Install door hardware as specified in Section 08 71 00.
3.03 TOLERANCES

A. Maximum Diagonal Distortion: 1/16 inch (1.6 mm) measured with straight edges, crossed
corner to corner.

END OF SECTION
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