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SECTION 26 05 26 - GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS

PART I - GENERAL

1.1

A.

1.2

SUMMARY

Section includes grounding and bonding systems and equipment.

QUALITY ASSURANCE

PART 2 - PRODUCTS

2.1 SYSTEM DESCRIPTION
A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by
a qualified testing agency, and marked for intended location and application.
B.  Comply with UL 467 for grounding and bonding materials and equipment.
2.2 CONDUCTORS
A.  Insulated Conductors: Copper wire or cable insulated for 600 V unless otherwise required by
applicable Code or authorities having jurisdiction.
B.  Bare Copper Conductors:
I. Solid Conductors: ASTM B 3.
2. Stranded Conductors: ASTM B 8.
23 CONNECTORS
A.  Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in
which used and for specific types, sizes, and combinations of conductors and other items
connected.
B.  Bus-Bar Connectors: Mechanical type, cast silicon bronze, solderless compression -type wire
terminals, and long-barrel, two-bolt connection to ground bus bar.
C.  Beam Clamps: Mechanical type, terminal, ground wire access from four directions, with dual,
tin-plated or silicon bronze bolts.
D.  Cable-to-Cable Connectors: Compression type, copper or copper alloy.
E. Cable Tray Ground Clamp: Mechanical type, zinc-plated malleable iron.
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F.

Conduit Hubs: Mechanical type, terminal with threaded hub.

PART 3 - EXECUTION

3.1

A.

32

33

APPLICATIONS

Conductors: Install solid conductor for No. 8 AWG and smaller, and stranded conductors for
No. 6 AWG and larger unless otherwise indicated.

Grounding Conductors: Green-colored insulation with continuous yellow stripe.

Conductor Terminations and Connections:

1. Pipe and Equipment Grounding Conductor Terminations: Bolted connectors.
2. Connections to Structural Steel: Welded connectors.
EQUIPMENT GROUNDING

Install insulated equipment grounding conductors with all feeders and branch circuits.

INSTALLATION

Grounding Conductors: Route along shortest and straightest paths possible unless otherwise
indicated or required by Code. Avoid obstructing access or placing conductors where they may
be subjected to strain, impact, or damage.

Bonding Straps and Jumpers: Install in locations accessible for inspection and maintenance
except where routed through short lengths of conduit.

1. Bonding to Structure: Bond straps directly to basic structure, taking care not to penetrate
any adjacent parts.

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports: Install
bonding so vibration is not transmitted to rigidly mounted equipment.
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