Bethany Beach Training Site Building 151 Renovations
Bethany Beach, Delaware DEARNG #2019-02

SECTION 06 10 00

ROUGH CARPENTRY
PART 1 GENERAL
1.01 SECTION INCLUDES
A. Rough opening framing for doors and windows
B. Roofing nailers.
C. Concealed wood blocking, nailers, and supports.
1.02 REFERENCE STANDARDS

A. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel
Hardware 2016a.

B. PS 20 - American Softwood Lumber Standard 2021.
1.03 DELIVERY, STORAGE, AND HANDLING

A. General: Cover wood products to protect against moisture. Support stacked products to prevent
deformation and to allow air circulation.

PART 2 PRODUCTS
2.01 GENERAL REQUIREMENTS
A. Dimension Lumber: Comply with PS 20 and requirements of specified grading agencies.

1.  Species: Southern Pine, unless otherwise indicated.

2. Ifno species is specified, provide species graded by the agency specified; if no grading
agency is specified, provide lumber graded by grading agency meeting the specified
requirements.

3. Grading Agency: Grading agency whose rules are approved by the Board of Review,
American Lumber Standard Committee at www.alsc.org, and who provides grading
service for the species and grade specified; provide lumber stamped with grade mark
unless otherwise indicated.

2.02 DIMENSION LUMBER FOR CONCEALED APPLICATIONS
A. Sizes: Nominal sizes 2x, .
B. Moisture Content: S-dry or MC19.

C. Miscellaneous Framing, Blocking, Nailers, Grounds, and Furring:
1.  Lumber: S4S, No. 2 or Standard Grade.
2. Boards: Standard or No. 3.

2.03 ACCESSORIES

A. Fasteners and Anchors:
1. Metal and Finish: Hot-dipped galvanized steel complying with ASTM A153/A153M for
high humidity and preservative-treated wood locations, unfinished steel elsewhere.

PART 3 EXECUTION
3.01 INSTALLATION - GENERAL

A. Select material sizes to minimize waste.
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B.

Reuse scrap to the greatest extent possible; clearly separate scrap for use on site as accessory
components, including shims, bracing, and blocking.

3.02 BLOCKING, NAILERS, AND SUPPORTS

A. Provide framing and blocking members as indicated or as required to support finishes, fixtures,
specialty items, and trim.

B. In framed assemblies that have concealed spaces, provide solid wood fireblocking as required
by applicable local code, to close concealed draft openings between floors and between top
story and roof/attic space; other material acceptable to authorities having jurisdiction may be
used in lieu of solid wood blocking.

C. Inmetal stud walls, provide continuous blocking around door and window openings for
anchorage of frames, securely attached to stud framing.

D. In walls, provide blocking attached to studs as backing and support for wall-mounted items,
unless item can be securely fastened to two or more studs or other method of support is
explicitly indicated.

E. Where ceiling-mounting is indicated, provide blocking and supplementary supports above
ceiling, unless other method of support is explicitly indicated.

F. Provide the following specific nonstructural framing and blocking:

1.  Cabinets and shelf supports.
2. Grab bars.
3. Towel and bath accessories.
4.  Wall-mounted door stops.
END OF SECTION
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