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SECTION 10 28 00  
 

TOILET, BATH, AND LAUNDRY ACCESSORIES 
PART 1  GENERAL 
1.01 SECTION INCLUDES 

A. Commercial toilet accessories. 
B. Under-lavatory pipe supply covers. 

1.02 REFERENCE STANDARDS 
A. ADA Standards - 2010 ADA Standards for Accessible Design 2010. 
B. ASTM A666 - Standard Specification for Annealed or Cold-Worked Austenitic Stainless Steel 

Sheet, Strip, Plate, and Flat Bar 2015. 
C. ASTM C1036 - Standard Specification for Flat Glass 2021. 
D. ASTM C1048 - Standard Specification for Heat-Strengthened and Fully Tempered Flat Glass 

2018. 
E. ASTM C1503 - Standard Specification for Silvered Flat Glass Mirror 2018. 
F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials 

2022. 
1.03 SUBMITTALS 

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures. 
B. Product Data:  Submit data on accessories describing size, finish, details of function, and 

attachment methods. 
 

PART 2  PRODUCTS 
2.01 MANUFACTURERS 

A. Commercial Toilet, Shower, and Bath Accessories: 
1. American Specialties, Inc:  www.americanspecialties.com/#sle. 
2. Bradley Corporation:  www.bradleycorp.com/#sle. 
3. Georgia-Pacific Professional:  www.blue-connect.com/#sle. 

2.02 MATERIALS 
A. Accessories - General:  Shop assembled, free of dents and scratches and packaged complete 

with anchors and fittings, steel anchor plates, adapters, and anchor components for installation. 
B. Stainless Steel Sheet:  ASTM A666, Type 304. 
C. Mirror Glass:  Annealed float glass, ASTM C1036 Type I, Class 1, Quality Q2, with silvering, 

protective and physical characteristics complying with ASTM C1503. 
D. Mirror Glass:  Tempered safety glass, ASTM C1048; and ASTM C1036 Type I, Class 1, 

Quality Q2, with silvering as required. 
E. Adhesive:  Two component epoxy type, waterproof. 
F. Fasteners, Screws, and Bolts:  Hot dip galvanized; tamper-proof; security type. 

2.03 FINISHES 
A. Stainless Steel:  Satin finish, unless otherwise noted. 
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2.04 COMMERCIAL TOILET ACCESSORIES 
A. Toilet Paper Dispenser:  Double roll, surface mounted, for coreless type rolls. 

1. Products: 
a. Georgia-Pacific Professional; GP Compact Stainless Steel Quad Vertical Four Roll 

Coreless Tissue Dispenser:  www.blue-connect.com/#sle. 
B. Paper Towel Dispenser:  Folded paper type, stainless steel, semi-recessed, with viewing slots 

on sides as refill indicator and tumbler lock. 
1. Capacity:  300 C-fold minimum. 
2. Products: 

a. AJW Architectural Products:  www.ajw.com/#sle. 
C. Combination Towel Dispenser/Waste Receptacle:  Recessed flush with wall, stainless steel; 

seamless wall flanges, continuous piano hinges. 
1. Towel dispenser capacity:  400 C-fold. 
2. Waste receptacle capacity:  4 gallons (15 liters). 

D. Soap Dispenser:  Liquid soap dispenser, wall-mounted, surface, with stainless steel cover and 
horizontal stainless steel tank and working parts; push type soap valve, check valve, and 
window gauge refill indicator, tumbler lock. 
1. Minimum Capacity:  48 ounces (1.5 liters). 

E. Mirrors:  Stainless steel framed, 1/4 inch (6 mm) thick annealed float glass; ASTM C1036. 
1. Annealed Float Glass:  Silvering, protective and physical characteristics in compliance 

with ASTM C1503. 
F. Grab Bars:  Stainless steel, smooth surface. 

1. Standard Duty Grab Bars: 
a. Push/Pull Point Load:  250 pound-force (1112 N), minimum. 
b. Dimensions:  1-1/4 inch (32 mm) outside diameter, minimum 0.05 inch (1.3 mm) 

wall thickness, exposed flange mounting, 1-1/2 inch (38 mm) clearance between wall 
and inside of grab bar. 

c. Length and Configuration:  As indicated on drawings. 
2.05 UNDER-LAVATORY PIPE AND SUPPLY COVERS 

A. Under-Lavatory Pipe and Supply Covers: 
1. Insulate exposed drainage piping, including hot, cold, and tempered water supplies under 

lavatories or sinks to comply with ADA Standards. 
2. Construction:  1/8 inch (3.2 mm) flexible PVC. 

a. Surface Burning Characteristics:  Flame spread index of 25 or less and smoke 
developed index of 450 or less, when tested in accordance with ASTM E84. 

3. Color:  White. 
4. Fasteners:  Reusable, snap-locking fasteners with no sharp or abrasive external surfaces. 

 
PART 3  EXECUTION 
3.01 EXAMINATION 

A. Verify existing conditions before starting work. 
B. Verify exact location of accessories for installation. 

3.02 PREPARATION 
A. Deliver inserts and rough-in frames to site for timely installation. 
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B. Provide templates and rough-in measurements as required. 
3.03 INSTALLATION 

A. Install accessories in accordance with manufacturers' instructions in locations indicated on 
drawings. 

B. Install plumb and level, securely and rigidly anchored to substrate. 
C. Mounting Heights:  As required by accessibility regulations, unless otherwise indicated. 

3.04 PROTECTION 
A. Protect installed accessories from damage due to subsequent construction operations. 

 
END OF SECTION 
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